HARVESTER HEAD

IGSA 680B

20-35 ton
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Gruas Hidraulicas
Hydraulic cranes

info@iguerra.com
www .iguerra.com

Avda. Benigno Sanchez s/n
36590 VILA DE CRUCES

(Pontevedra) - Espafia

+34 986 58 20 00

Fax: +34 986 58 22 91

Tel.:



Cutting data

Diameter max. opening rollers 60 cm

Diameter max. felling 60 cm
IGSA Hidraulic Chain saw

Power 45 kW

Chain pitch 0.4"
Max saw bar length 60 cm
Chain tensioning and automatic guide bar attachment

Feeding system

3 pinch rollers
Traction motor (630-400) cc
Optional (780-500) cc

Maximum feeding speed 0-6 m/s

Delimbing
2 upper knifes with independent cylinders and a lower
knife

Delimbing diameter 6- 60 cm

Recommended Base machine

Type excavator

Weight 20-35T
Recommended flow 250 I/min

Pressure 250 bar

Control and measurement system

Standard ilogger LHCS3

Dlmen5|ons

Heightwithrotator 1750 mm
Wldth with rollers closed 1265 mm

Length 1180 mm
Weight 1460 Kg

need a strong and versatile head.
by % Due to the compact design, can easily be adapted to both
g’/‘ﬁ* p|ne end eucalyptus trees.

OPTIONAL ROLLER PROTECTOR

OPTIONAL




