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IGSA 700

20-35 ton

HARVESTER HEAD

OPTIONAL

OPTIONAL

OPTIONAL

OPTIONAL

OPTIONAL

OPTIONAL

OPTIONAL

Continuous rotation for 
manoeuvrability.

Color marking

Top saw

Roller protector

780-500 cc piston traction 
motor 

Saw anti-projection guard

Logger measurement 
equipment

12” touch screen



OPTIONAL CONTROL SYSTEM

COLOR MARKING

CONTINUOUS ROTATION

ROLLER PROTECTOR

Cutting data	

Diameter max. opening rollers	 70 cm
Diameter max. felling	 75 cm
IGSA Hydraulic Chain saw	
Power	 45 kW

Chain pitch	 0.4”
Max saw bar length	 82 cm
Chain tensioning and automatic guide bar attachment

Feeding system	

3 pinch rollers	
Traction motor	 STD (630-400) cc
	
Maximum feeding speed	 0-7 m/s

Delimbing	

2 upper knifes with independent cylinders and a lower 
knife 
Delimbing diameter	 6 - 70 cm

Recommended Base machine	

Type	 excavator
Weight	 20 - 35 T
Recommended flow	 200 - 300 l/min
Pressure	 280 bar

Control and measurement system	

Standard	 ilogger LHCS3 

Dimensions	

Height with rotator	 2030 mm
Width with rollers closed	 1395 mm
Length	 1355 mm
Weight without OPTIONALS 	 1980 Kg

IGSA 700 is our new bet for those users who need a higher 
capacity and higher performance head for difficult operations. 
With larger diameter and feed power. With greater delimbing 
capacity. 

Easy maintenance at low cost.
Improved delimbing/debarking system.

IGSA 700


